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THE INDUSTRIAL ANALYSIS SERVICE LTD.

TEL:+B1-48-924-T151 FAX:+81-48-028-3587 e-mall:ins@sangyobunseki.co.jp

2-11-7 Yatsuka Souka Saitama Japan

TEST REPORT

Request No. 1-02-4-12
Report Mo, EL1224270-01
Date of issue: 13 January 2012

Name of sample: CERAMIC
Date of receipl of sample: 21 December 2011
Measurement days: 21 December 2011 =~ 13 January 2012

The following is the report on Lhe requested test of the sample

Test ltems Unit Test result D.L. Test Method
cd = KD, 20 ?::ﬁ&gé‘;m:e 1o IECE2321{2008)
P - N.D. 20 ?f".‘léh E}EEFEMH 1o IEC62321(2008)
; With reference to IEC62321(2008)ANNEX B
Cré+ ppm N.D. 2.0 Boiling water extraction/UV-VIS
He =N N.D. 2.0 :.Elil’ll gggmme 1o IEC62321({2008)
Remainder of

intentionally left blank

Mote: The results shown in this test report refer only 1o the sample(siiested.

N0 (Kot devecteddshown B the test result seans e walysis result s lower then the lisit of quondd oo
ag/kg7ppa
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Flow chart

Report No. . EN224270-
Measurement days : 21 December 2011 ~ 13 January 2012

Operator © YUMI  SUZUKI
Cd, Pb, Cr, Hg, Br Cr‘u*[Euiling water extraction method)
Sample(coating) | | Sample Sample
| PTFE stc.: — H;0
Salvent for Ashing process;
dissoving Cd, Pb. Cr
the coating Furmace combustion;
Hg. Br .
— Perform sample Elution
— HNO, (Boiling water, 10min)
— HF or HGIO,
(If necessary)
Pearform sample acid digestion:
Closed Microwave vessel Cooling* Filtration
(30~ 45min)
ar
Open vessel
=— Alkali fusion
(If necessary) Fill up
Cooling=Fill up
Measurement:UV-VIS
(Diphenylcarbazide Absorption
Measurement: ICP-AES™, AAS Spectrophotoneter;
MNote MNaote
The sample was completely digested,
ICP-AES : Rigaku CIROS CCD UV=VIS : HITACHI High-Technologies U-2010

AAS : HIRANUMA MERCURY ANALZER HG-200
*It is also called IGP-OES.
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